
THE DESIGN REVIEW BOARD: 

• RECOMMENDS DENIAL OF SITE PLAN 

^A^ECOMMENDS APPROVAL OF SITE PLAN 

• RECOMMENDS APPROVAL WITH CONDITIONS 
I NOTED ON DRAWINGS 

NCTWOKK VISION MMBTS LAUNC .H 

ALPINE VFW POST (lOB 
SD34XC574 
LIGHT POLE 

LATITUDE 
LONGITUDE 

844 TAVERN RD. 
ALPINE, CA 91901 

SAN DIEGO COUNTY 
32' 50' 29.2555" N 
1 16° 47' 15.359" W 

(32.84146) 
( - 1 1 6.7876) 

SAN DWCO MfTPvO MAIIKET 

CALirpRHIA STATE CODE CQMPUANCE; 

i L WORK AND UAIERlAlS SMALL BE PERFORMED AND INSTALLED IN ACCWOANCE 
liTH THE CURRENT EDITIONS Or TME FOLLOWINC CODES AS ADOPTED BY TfC 
OCAL GOVERNING AUTHORITIES. NOTHING IN THESE PLANS IS TO BE 
ONSTRUCTED TO PERMIT WORK NOT CONFORMING TO THESE COOES 

CALIFORNIA ADMINISTRATIVE CODE (INCL TITLE 2 * i 25) 
2010 CALIFORNIA BUILDING CODE 
CiTY/COUNTY ORDINANCES 
BUILDING OFFICIALS & CODE AOMINISTRAIOKS (BOCA) 
2010 MECHANICAL CALIFORNIA CODE 
ANSl/ElA-222-F LIFE SAFETY CODE NFPA-101 
2010 CALIFORNIA PLUUBiNC CODE 
2010 CALIFORNIA ELECTRICAL COD£ 
2010 LOCAL BUILDING CODE 

ACCESSIBILITY REQUIREMENTS: 

FACILITY IS UNMANNED AND NOT FOR HUMAN HABITATION. HANDICAPPED ACCESS 
REQUIREMENTS ARE NOT REQUIRED IN ACCORDANCE WITH THE 2010 CALIFORNIA 
BUILDING CODE 
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=iPRlNT PROPOSES TO MODIFY AN EXISTING UNMANNED TtLE'.OMMUNiCAIIONS FACILITY 

REMOVf (3 ) EXISTING SPRINT * B ' *ND 72 ' IALL CDMA PANEL ANTENNAS 
INSTALL (3) NEW SPRINT 72" TA I L PANEL ANTENNAS 
INSTALL (3 ) NEW RRH UNITS 
REMOVE ALL EXISTING ANTENNA COAX 
INSTALL (3) NEW FIBER OPTIC CABLES USING EXISTING COAX ROUTE 
REMOVE MOOCELL 3.0 EQUIPMENT CAUINC 
INSTALL (1) NEW JUNCTION BCX 
INSTALL (2) NEW BBU CABINET 
INSTALL (1) NEW 9928 CABINET 
INSTALL (1) NEW AAV EQUIPMENT CABINt' 
ALL EQUIPMENT MODIFICATIONS AND ADClI'ONS WUHIN FENCED COMPOUND/LEASE 
AREA AT GROUND LEVEL 

PKOJLCI L:)LH KIPIION 

APPROVAL SIGNATURE DATE 

PROJECT 
MANAGER 

CONSTRUCTION 
MANAGER 

RF ENGINEER 

ACOUSTION 

PLANNING 
CONSULTANT 

PROPERTY 
OWNER 

SPRINT 
REPRESENTATIVE 

-K . \ M U K I IM k 

FROM SAN DiFCO INTERNATIONAL AIRPORT, CA 

HEAD WEST ON AIRPORT TERMINAL RD 
SLIGHT LEn TO STAY ON AIRPORT TERMINAL RD 
KEEP RIGHT AT THE FORK 
TURN LEn ONTO N HARBOR DR 
TURN LEH ONTO W CRAPE ST 
TAKE THE INTERSTATE 5 S RAMP 
MERGE ONTO 1-5 S 
TAKE EXIT 15B TO MERGE ONTO CA-94 E 
TAKE EXIT 9B ON THE LEn TO MERGE ONTO CA-12E N 
TAKE EXIT IBA TO MERGE ONTO 1-8 E 
TAKE EXIT 30 FOR TAVERN ROAD TOWARD ALPiNE 
TURN LEFT ONTO TAVERN RD 
DESTINATION WILL BE ON THE LEn 

ARRIVE 844 TAVERN RO. AlPlNE. CA 91901 

371 n 
0 3 Ml 
443 n 
1.4 Ml 
0 4 Ml 
0.2 Ml 
1 0 Ml 
8.7 Ml 
2 3 Ml 
16.3 Ml 
0 3 Ml 

0 7 Ml 
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APPLICANT; 
SPRINT PCS 
310 COMMERCE 
IRVINE. CA 92602 

PROPERTY INFORMATION; 
PROPERTY OWNER: FULLER BERT POST NO 9578 
ADDRESS, 844 TAVERN ROAD 

ALPINE. CA 91901 
PH. (619) 445-6040 

ZONING CLASSIFICATION: C-37 

BUILDING CODE: 2010 CBC 

CONSTRUCTION TYPE HB 

OCCUPANCY: U, S - 2 

JURISDICTION: SAN OlEGO COUNTY 

CURRENT USE: TELtCOMMUNK:ATlONS FACILITY 

PROPOSED USE: TEIECOMMUNCATIONS FACILITY 

PAR(;EL N1^MBER(5); 
4 0 3 - 3 8 0 - 6 0 - 0 0 

LEASE AREA; 
421 so FT 

PKO|ll I .̂ UWXWKV 

SHEET DESCRIPTION 
T - 1 TITLE SHEET 

C - 1 GENERAL NOTES i t SYMBOLS 

G-2 SIGNAGE AND NOTES 

A - 1 SITE PLAN 

A - 2 ENLARGED SITE PLAN 

A - 3 EXISTING ENLARGED EQUIPMENT & ANTENNA PLAN 

A - 4 PROPOSED ENLARGED EQUIPMENT & ANTENNA PLAN 

A - 5 PROPOSED SOUTH ELCVATION 

A - 6 PROPOSED WEST ELEVATION 

A - 7 PROPOSED NORTH ELEVATON 

A - 8 PROPOSED EAST ELEVATION 

A - 9 EQUIPMENT DETAILS 

A - 1 0 CONSTRUCTION DETAILS 

A - 1 1 CAflLE COLOR COOING REOLIREMENTS 

A - 1 2 CABLE COLOR CODING REQUIREMENTS 

A - 1 3 PLUMBING DIAGRAMS 

A - 1 4 PLUMBING DIAGRAMS 

A - 1 5 PLUMBING DIAGRAMS 

A - 1 6 PLUMBING DIAGRAMS 

A - 1 7 PLUMBING DIAGRAMS 

A - 1 B PLUMBING DIAGRAMS 

F-1 FIBER PLAN 

E-1 SCHEMATIC GROUNDING PLAN 

E-2 GROUNDING DDAiLS 
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ARCHITECT; 
THOMAS HOLLAND 
PACIFIC TELECOM SERVICES. a C 
3199C AIRPORT LOOP DRvE 
COSTA MESA. CA 92626 
CONTACT: ROBERT LECHTON 
PH: (206) 464-4402 
EMAIL: RLElCHT0NOPTSWA.COM 

STRUCTURAL ENGINEER: 
CHRS NiCKERSON. PE 
PACIFIC TELECOM SERVICES. LLC 
3199C AIRPORT LOOP ORfVE 
COSTA MESA, CA 92626 
CONTACT: CHRIS NICKERSON 
PH (206) 464-4415 
EMAIL: CNICKERSONOPTSWA,COM 

SITE ACQ PROJECT MANAGER: 
A L C A T E L - L U C E N T SAN OlEGO 
CONTACT: ALEX TSATUROV 
PH: (858) 3 2 0 - 3128 

CONSTRUCTION MANAGER: 
ALCATEL LUCENT SAN CMECO 
CONTACT: GLENN MANZANO 
PH (858) 320-3123 

PLANNINg CONSULTANT; 
CONTACI: MARK BERLIN 
PH: (858) 922 -0237 

TELCQ COMPANY; 
AT4T 
CONTACT: BOB ROvERE 
PH- (858) 268-6919 
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At oi l new s e r v i c e s ic g r o u n d i n g t r e n c h e s , 

p rov i ve "WARNING" t o p e ot 1 2 " be low g r o d e 

DIG ALERT 
"CALL BEFORE YOU DIG" 

1-800-227-2600 

UTILITY NOTIFICATION CENTER OF SOUTHERN CALIFORNIA 

Sprint!)*̂  

Alcatel-Lucent 

J U K A O W LOO* MIVC 
COS'* UCSA. C» M l t 
mOtm-. (714) 230-9714 
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ALPINE VRV POH 
sDvLV 574 

844 TAVERN RD. 

ALPINE. CA 91901 

SAN DIEGO COUNTY 

) 9 /27 /12 

;ONSTRUCTlON 

(EVISiONS 
DESCRIPTION 

A 0 4 / 0 3 / 1 2 ISSUED FOR 907. CD REVIEW CD 

B 0 7 / 1 6 / 1 2 ISSUEC' FOR FINAL 90X CD REVIEW 

• 
0 0 9 / 2 7 / 1 2 ISSUED FOR lOOS CONSTRUCTION 

NOT FOR CONSTRUCTION UNLESS 
LABELED AS CONSTRUCTION SET 
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TITLE SHEET 

SDC PDS RCVD 02-04-131 

ZAP12-002 
T-1 

THE INFORMATION CONTAINED IN THIS IRUCIION DOCUMENTS IS PROPRIETARY BY NATU 3ISCL0SURE OTHER THAN THAT WHICH RELATES TO CARRIER SFRVICES IS STRICTLY PROHIBTED 



GENERAL NOTES: 
1 THE CONTRACTOR SHALL NOTIFY NETWORK CARRIER OF ANY ERRORS, 

OMISSJONS. OR INCONSISTENCIES AS THEY MAY BE DISCOVERED IN PLANS. 
DOCUMENTS. NOTES. OR SPECIFICATIONS, PRIOR TO STARTING 
CONSTRUCTION INCLUDING. BUT NOT LIMITED BY. DEMOLITION THE 
CONTRACTOR SHALL BE RESPONSIBLE FOR CORRECTING ANY ERROR. 
OMISSION OR INCONSISTENCY AFTER THE START OF CONSTRUCTION WHICH 
HAS NOT BEEN BROUGHT TO THE ATTENTION OF NETWORK CARRIER 
CONSTRUCTION PROJECT MANAGER AND SHALL INCUR ANY EXPENSES TO 
RECTIFY THE SITUATION. THE MEANS OF CORRECTING ANY ERROR SHALL 
FIRST BE APPROVED BY NETWORK CARRIER CONSTRUCTION PROJECT 
MANAGER. 

2 PRIOR TO THE SUBMISSION OF BIDS, CONTRACTORS INVOLVED SHALL VISIT 
THE JOB SITE TO FAMILIARIZE THEMSELVES WITH ALL CONDITIONS 
AFFECTING THE PROPOSED PROJECT. CONTRACTORS PRIOR TO THE 
COMMENCEMENT OF CONSTRUCTION AND THE CONTRACTOR HAVING BEEN 
AWARDED THIS PROJECT SHALL VISIT THE CONSTRUCTION SITE WITH THE 
CONSTRUCTION/CONTRACT DOCUMENTS TO VERIFY FIELO CONDITIONS AND 
CONFIRM THAT THE PROJECT WILL BE ACCOMPLISHED AS SHOWN. PRIOR 
TO PROCEEDING WITH CONSTRUCTION. ANY ERRORS. OMISSIONS, OR 
DISCREPANCIES SHALL BE BROUGHT TO THE ATTENTION OF THE 
ARCnnECT/ENGlNEER VERBALLY AND IN WRfriNG. 

3. THE ARCHITECTS/ENGINEERS HAVE MADE EVERY EFFORT TO S H FORTH IN 
THE CONSTRUCTION l-ND CONTRACT DOCUMENTS THE COMPLETE SCOPE OF 
WORK CONTRACTORS BIDDING THE JOB ARE NEVERTHELESS CAUTIONED 
THAT MINOR OMISSIONS OR ERRORS IN THE DRAWINGS AND OR 
SPECIFICATIONS SHALL NOT EXCUSE SAID CONTRACTOR FROM COMPLHIN! . -
THE PROJECT AND IMPROVEMENTS IN ACCORDANCE WITH THE NETWORK 
CARRIER PROJECT SCOPE AND THE INTENT OF THESE DOCUMENTS THE 
BIDDER SHALL BEAR THE RESPONSIBILITY OF NOIIPflNG (IN WRITING) THE 
ARCHITECT/ENGINEER OF ANY CONFLICTS. ERRORS. OR OMISSIONS PRIOR 
TO SUBMISSION OF CONTRACTOR'S PROPOSAL. IN THE EVENT OF 
DISCREPANCIES THE CONTRACTOR SHALL PRICE THE MORE COSTLY OR 
EXTENSIVE WORK, UNLESS DIRECTED OTHERWISE 

4 11X17 COPIES OF DRAWINGS ARE NOT TO BE SCALED DUE TO 
DISTORTIONS RESULTING FROM MULTIPLE REPROGRAPHIC COPIES. WRITTEN 
DIMENSIONS TAKE PRECEDENCE OVER SCALES SHOWN ON PLANS. 

5 OWNER. CONTRACTOR. AND NETWORK CARRIER REPRESENTATIVE SHALL 
REVIEW AND CONFIRM THAT PROJECT SCOPE. DESIGN INTENT AND UTILITY 
COORDINATION ITEMS ARE INCLUDED IN THE DRAWINGS AND 
SPECIFICATIONS PRIOR TO THE START OF CONSTRUCTION. 

6 THE GENERAL CONTRACTOR SHALL RECEIVE WRlHEN AUTHORIZATION FROM 
NETWORK CARRIER REPRESENTATIVE TO PROCEED WITH CONSTRUCTION 
PKIOR TO STARTING WORK ON ANY ITEM NOT CLEARLY DEFINED BY THE 
CONSTRUCTION DRAWINGS/CONTRACT DOCUMENTS 

7 THE CONTRACTOR SHALL PERFORM WORK DURING OWNER'S PREFERRED 
HOURS TO AVOID DISTURBING NORMAL BUSINESS OR TENANTS 

8 THE CONTRACTOR SHALL PROVIDE NETWORK CARRIER PROPER INSURANCE 
CERTIFICATES NAMING NHwORK CARRIER AS ADDITIONAL INSURED. AND 
PROVIDE NHWORK CARRIER PROOF OF LiCENSE(S) INCLUDING PE 4 PO 
INSURANCE. 

9. THE CONTRACTOR SHAU SUPERVISE AND DIRECT IHE PROJECT DESCRIBED 
IN THE CONTRACT DOCUMENTS. THE CONTRACTOR SHALL BE SOLELY 
RESPONSIBLE FOR ALL CONSTRUCTION MEANS. METHODS. TECHNIQUES. 
SEQUENCES, AND PROCEDURES FOR COORDINATING ALL PORTIONS OF THE 
WORK UNDER THE CONTRACT. 

10 THE CONTRACTOR SHALL INSTALL ALL EQUIPMENT AND MATERIALS 
ACCORDING TO MANUFACTURER S/VENDOR'S SPECIFICATIONS UNLESS NOTED 
OTHERWISE OR WHERE LOCAL CODES OR ORDINANCES TAKE PRECEDENCE 

11 ALL WORK PERFORMED ON THE PROJECT ALONG WIlH ALL MATERIALS 
INSTALLED SHALL COMPLY IN STRICT ACCORDANCE WIIH ALL APPLICABLE 
CODES. REGULATIONS, AND ORDINANCES. CONTRACTOR SMAU LIKEWISE 
ISSUE NOTICE TO ALL SUB-CONTRACTORS THAT THEY SHALL COMPLY WITH 
ALL LAWS, ORDINANCES. RULES, REGULATIONS AND LAWFUL ORDERS OF 
ANY PUBLIC AUTHORITY. MUNICIPALITY, UTILITY COMPANY AND L O C A L / S T A I E 
JURISDICTIONAL CODES BEARING ON THE PERFORMANCE OF THE WORK 

12 A COPY OF THE GOVERNING AGENCY ISSUED AND APPROVED PLANS SHALL 
BE KEPT IN A PLACE SPECIFIED BY THE GOVERNING AGENCY. AND BY 
LAW. SHALL BE AVAILABLE AT THE JOB SITE FOR INSPECTION AT ALL 
TIMES THE ORIGINAL PERMIT SET PLANS ARE NOT TO BE USED BY THE 
WORKMEN. ALL CONSTRUCTION SETS SHALL REFLECT THE SAME 
INFORMATION AS GOVERNING AGENCY APPROVED PLANS. THE CONTRACTOR 
SHALL ALSO MAINTAIN ONE SET OF PLANS. IN GOOD CONDITION. 
COMPLETE WITH ALL REVISIONS, ADDENDA. AND CHANGE ORDERS ON THE 
PREMISES AT ALL TIMES UNDER THE DIRECT CARE OF THE 
SUPERINTENDENT. THE CONTRACTOR SHALL SUPPLY THE NETWORK 
CARRIER CONSTRUCTION PROJECT MANAGER WIIH A COPY OF ALL 
REVISIONS, ADDENDA. AND/OR CHANGE ORDERS AT THE CONCLUSION OF 
THE WORK AS A PART OF THE AS-BUILT DRAWING RECORDS 

13 THE STRUCTURAL COMPONENTS OF ADJACENT CONSTRUCTION OR FACILITIES 
ARE NOT TO BE ALTERED BY THIS CONSTRUCTION PROJECT UNLESS 
NOTED OTHERWISE. 

14 THE CONTRACTOR SHALL STUDY THE STRUCTURAL, ELECTRICAL. 
MECHANICAL AND PLUMBING PLANS AND CROSS CHECK THEIR DETAILS. 
NOTES, DIMENSIONS. AND ALL REQUIREMENTS PRIOR TO IHE SIART OF 
ANY WORK 

15 THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE COMPLETE SECURITY 
OF THE JOB SITE WHILE WORK iS IN PROGRESS UNTIL THE JOB IS 
COMPLETE 

16. THE CONTRACTOR HAS THE RESPONSIBILITY OF LOCATING ALL EXISTING 
UTILITIES SHOWN OR NOT SHOWN ON THE PLANS. ALONG WITH 
PROTECTING THEM FROM DAMAGE THE CONTRACTOR AND SUBCONTRACTOR 
SHALL BEAR THE EXPENSES OF REPAIR AND/OR REPLACEMENT OF 
uaiLITIES OR OTHER PROPERTY DAMAGE RESULTING FROM 0PERATK3NS IN 
CONJUNCTION WITH THE EXECUTION OF THE WORK 

17 ALL EXISTING CONSTRUCTION, EQUIPMENT, AND FINISHES NOTED TO BE 
REMOVED SHALL BECOME THE PROPERTY OF THE CONTRACTOR AND WILL 

18. BE REMOVED FROM THE SITE WITH THE FOLLOWING EXCEPTIONS: 
A PROPERTY NOTED TO BE RHURNED TO THE OWNER 
B PROPERTY NOTED TO BE REMOVED BY THE OWNER 

19 THE GOVERNING AGENCIES, CODE AUTHORITIES, AND BUILDING INSPECTORS 
SHALL PROVIDE MINIMUM STANDARDS FOR CONSTRUCTION TECHNIQUES, 
MATERIALS, AND FINISHES USED THROUGHOUT THE PROJECT. TRADE 
STANDARDS AND/OR PUBLISHED MANUFACTURERS SPECIFICATIONS MEETING 
OR EXCEEDING DESIGN REQUIREMENTS SHALL BE USED FOR INSTALLATION 

20 WHEN ROOF TOP OR TOP FLOOR DECK TEMPORARY STAGING OF IS 
REQUIRED, MATERIALS SHALL BE EVENLY DISTRIBUTED OVER ROUGH FRAMED 
FLOORS OR ROOFS SO AS NOT TO EXCEED THE DESIGNED LIVE LOADS FOR 
THE STRUCTURE. TEMPORARY SHORING AND/OR BRACING IS TO BE PROVIDED 
WHERE THE STRUCTURE DOESN'T HAVE THE DESIGN STRENGTH FOR 
ADDITIONAL LOADING 

21 SEAL ALL PENETRATIONS WITHIN FlRE-RATED AREAS WITH U.L LISTED OR 
FIRE MARSHALL APPROVED MATERIALS IF APPLICABLE TO THE SUBJECT 
FACILITY AND OR PROJECT SITE 

22 BUILDING INSPECTORS AND/OR OTHER BUILDING OFFICIALS ARE TO BE 
NOTIFIED PRK5R TO ANY GROUND DISTURBANCE. CONSTRUCTION. AND ANY 
OTHER PROJECT EFFORT AS MANDATED BY THE GOVERNING AGENCY. 

23 CONTRACTOR TO PROVIDE A PORTABLE FIRE EXTINGUISHER WITH A RATING OF 
NOT LESS THAN 2 -A OR 2-AlOBC WITHIN 75 FEET TRAVEL DISTANCE TO 
ALL PORTIONS OF PROJECT AREA DURING CONSTRUCTION 

24. CONTRACTOR SHALL MAKE NECESSARY PROVISIONS TO PROTECT EXISTING 
IMPROVEMENTS. EASEMENTS, PAVING. CURBING. DURING CONSTRUCTION. UPON 
COMPLETION OF WORK, CONTRACTOR SHALL REPAIR ANY DAMAGE THAT MAY 
HAVE OCCURRED DUE TO CONSTRUCTION ON OR ADJACENT TO THE 
PROPERTY. 

25 CONTRACTOR SHALL KEEP GENERAL WORK AREA CLEAN AND HAZARD FREE 
DURING CONSTRUCTION DISPOSING OF ALL DiRT. DEBRIS. AND RUBBISH. 
CONTRACTOR SHALL REMOVE EQUIPMENT NOT SPECIFIED AS REMAINING ON 
THE PROPERTY OR PREMISES. SITE SHALL BE LEFT IN CLEAN CONDITION 
AND FREE FROM PAINT SPOTS. DUST, OR SMUDGES OF ANY NATURE. 

26 NEW CONSTRUCTION I N S I A L L E D ADJACENT EXISTING BUILDINGS OR 
CONSTRUCTION SHALL ARCHITECTURALLY MATCH THE EXISTING IN TERMS OF 
COLOR. TEXTURE. FINISH MATERIALS. ETC . EXCEPT AS NOTED IN THE PLANS 
AND SPECIFICATIONS 

27. THE CONTRACTOR SHALL PROVIDE ALL NECESSARY BACKING. BLOCKING. 
AND/OR OTHER ANCHORAGE DEVICES REQUIRED FOR THE INSTALLATION OF 
FIXTURES. MECHANICAL EQUIPMENT. PLUMBING. HARDWARE. AND FINISH ITEMS 
TO INSURE A PROPER AND CODE COMPLIANT INSTALLATION. 

26. THE CONTRACTOR IS RESPONSIBLE FOR PROVIDING INSTALLATIONS THAT ARE 
CONSTRUCTED LEVEL. ERECT. EVENLY ALIGNED, PLUMB AND TRUE BASED ON 
THE CONSTRUCTION DRAWINGS THE CONTRACTOR SHALL COMPARE EXISTING 
CONDITIONS WITH THE PROPOSED DESIGN PRIOR TO CONSTRUCTION AND 
REPORT ANY DISCREPANCIES OR INCONSISTENCIES TO THE NETWORK 
CARRIER'S REPRESENTATIVE AND FURTHER TO THE A4E SUCH THAT THE NEW 
INSTALL^^TION WILL LIKEWISE BE LEVEL, ERECT. EVENLY ALIGNED. PLUMB AND 
TRUE. NETWORK CARRIER SHALL BE NOTIFIED OF ANY ERRORS. OMISSIONS. 
OR INCONSISTENCIES PRIOR TO ANY CONSTRUCTK)N 

29 THE CONTRACTOR iS TO PROVIDE PROTECTION FOR ADJOINING PROPERTIES 
FROM PHYSICAL HARM. NOiSE. DUST, DIRT. AND FIRE AS REQUIRED BY THE 
GOVERNING AGENCIES 

30. WHERE SPECIFIED. MATERIALS TESTING SHALL BE TO IHE LATEST STANDARDS 
AND/OR REVISIONS AVAILABLE AS REQUIRED BY THE GOVERNING AGENCY 
RESPONSIBLE FOR RECORDING THE RESULTS. 

31 THE CONTRACTOR IS RESPONSIBLE FOR THE STORAGE OF ALL MATERIALS 
AND SHALL NOT STORE OR STAGE MATERIALS ON PUBLIC PROPERTY WITHOUT 
A PERMIT TO 00 SO FROM THE GOVERNING AGENCIES FOR THIS PURPOSE. 

32 GENERAL NOTES AND STANDARD DETAILS ARE THE MINIMUM REQUIREMENT? 
TO BE USED IN ALL CONDimNS UNLESS ILLUSTRATED AND NOTED 
OTHERWISE 

33. TRADES INVOLVED IN THE PROJECT SHALL BE RESPONSIBLE FOR THEIR OWN 
CUniNG. FITTING. PATCHING. ETC., SO AS TO EE PREPARED PROPERLY BY 
THE WORK OF OTHER TRADES. 

J4 ALL DEBRIS AND REFUSE SHALL BE REMOVED FROM THE PROJECT PREMISES 
AND LEFT IN A CLEAN SWEPT CONDITION AT AIL TIMES BY EACH TRADE AS 
THEY PERFORM THEIR OWN PORTION OF THE WORK. 

35 NETWORK CARRIER DOES NOT GUARANTEE ANY PRODUCTS, FIXTURES. AND/OR 
ANY EQUIPMENT NAMED BY A TRADE OR MANUFACTURER. GUARANTEE OR 
WARRANTY THAT MAY BE IN EFFECT iS DONE THROUGH THE C0MPAN1 OR 
MANUFACTURER PROVIDING THE PRODUCT, FIXTURE. AND/OR EQUIPMENT 
UNLESS SPECIFIC RESPONSIBILITY IS ALSO PROVIDED BY THE 
CONTRACTOR/SUBCONTRACTOR IN WRlHEN FORM. 

36 CAUTION! CALL BEFORE YOU DIG! BURiED UTILITIES EXIST IN THE AREA 
AND UTILITY INFORMATION SHOWN MAY NOT EE COMPLETE CONTACT THE 
ONE-CALL UTILITY LOCATE SERVICE A MINIMUM OF 48 HOURS PRIOR TO 
CONSTRUCTION. 

37. WHEN APPLICABLE. CONTRACTOR IS RESPONSIBLE TO CALL. COORDINATE AND 
MAKE ARRANGEMENTS FOR ROW. AND/OR PRIVATE PROPERTY LOCATES 
BASED ON SPECIFIC SITE REQUIREMENTS 

38 SEE CIVIL DRAWINGS FOR ADDITIONAL SITE INFORMATION 

39. CONTRACTORS TO DOCUMENT ALL WORK PERFORMED WIIH PHOTOGRAPHS 
AND SUBMIT TO NETWORK CARRIER'S REPRESENTATIVE ALONG WITH REDLINED 
CONSTRUCTION SET. 

40. CONTRACTOR SHALL DOCUMENT ALL CHANGES MADE IN THE FIELD BY 
MARKING UP (REDLINING) THE APPROVED CONSTRUCTION SET AND 
SUBMITTING THE REDLINED ALONG WITH PHOTOGRAPHS PER NETWORK 
CARRIER REQUIREMENTS 

4 1 . GENERAL CONTRACTOR SHALL COORDINATE AND SEEK APPROVAL OF ALL 
POWER DRAW, INSTALLATION AND/OR MODIFICATIONS WITH POWER COMPANY. 
OWNER AND JURISDICTION AS REQUIRED. CONTRACTOR SHALL REPORT POWER 
INSTALLATION SOLUTIONIS) TO NETWORK CARRIER REPRESENTATIVE, PROJECT 
CONSTRUCTION MANAGER AND ARCHITECT 

42. ANY SUBSTITUTIONS OF MATERIALS AND/OR EQUIPMENT, MUST BE APPROVED 
BY NETWORK CARRIER CONSTRUCTION MANAGER. 

43. THE GENERAL CONTRACTOR SHALL BE RESPONSIBLE FOR AND SHALL REMEDY 
ALL FAULTY. INFERIOR, AND/OR IMPROPER MATERIALS, DAMAGED GOODS, 
AND/OR FAULTY WORKMANSHIP FOR ONE (1) YEAR AHER THE PROJECT IS 
C O M P L O E ACCEPTING UNDER THIS CONTRACT BETWEEN THE OWNER AND THE 
CONTRACTOR. EXCEPTION: THE ROOFING SUBCONTRACTOR SHALL FURNISH A 
MAINTENANCE AGREEMENT FOR ALL WORK DONE. COSlGNED BY THE GENERAL 
CONTRACTOR. TO MAINTAIN THE ROOFING IN A WATERTIGHT CONDITION FOR A 
PERIOD OF TWO (2) YEARS STARTING AHER THE DATE OF SUBSTANTIAL 
COMPLETION OF THE PROJECT. UNLESS OTHERWISE WRlHEN IN THE 
CONTRACT BETWEEN THE OWNER AND THE CONTRACTOR 

44 THE CONTRACTOR SHALL PROVIDE ADEQUATE PROTECTION FOR THE SAFETY 
OF THE OWNER'S EMPLOYEES. WORKMEN. AND ALL TIMES DURING THE 
CONSTRUCTION OF IHE PROJECT 

45 THE CONTRACTOR SHALL BE REQUIRED TO PAY FOR ALL NECESSARY PERMITS 
AND/OR FEES WITH RESPECT TO THE WORK TO COMPLETE THE PROJECl. 
BUILDING PERMIT APPLICATIONS SHALL BE FILED BY TME OWNER OR HIS 
REPRESENTATIVE. CONTRACTOR SHALL OBTAIN PERMIT (UNLESS OTHER 
ARRANGEMENTS HAVE BEEN MADE) AND MAKE FINAL PAYMENT FOR SAID 
DOCUMENT(S). 

46 NETWORK CARRIER'S REPRESENTATIVE SHALL REVIEW AND APPROVE SHOP 
DRAWINGS AND SAMPLES FOR CONFORMANCE WITH DESIGN CONCEPT. 
NETWORK CARRIER'S REPRESENTATIVE PROJECT APPROVAL OF A SEPARATE 
HEM SHALL NOT INCLUDE APPROVAL OF AN ASSEMBLY IN WHICH THE ITEM 
FUNCTIONS 

47 ALL ANTENNAS MOUNTED ON ROOF SUPPORT FRAMES TO BE PROVIDED BY 
NETWORK CARRIER 

48 CONTRACTOR SHALL PROVIDE HEAVY STEEL PLATES AT OPEN TRENCHES FOR 
SAFETY AND TO PROTECT EXISTING GROUND SURFACES FROM HEAVY 
EQUIPMENT UTIUZED DURING CONSTRUCTKJN. 

49 CONTRACTOR SHALL PATCH AND REPAIR ALL GROUND SURFACES WITHIN THE 
CONSTRUCTION AREA AS NECESSARY TO PROVIDE A UNIFORM SURFACE AND 
MAINTAIN EXISTING SURFACE DRAINAGE SLOPES. 

50 CONTRACTOR SHALL REPLACE EXISTING LANDSCAPE VEGETATION DAMAGED DUE 
TO CONSTRUCTION ACTIVITIES. AND REPAIR. RESTORE AND MODIFY EXISTING 
IRRIGATION LINES IF NECESSARY TO OPERATING CONDITION. PROVIDING FULL 
COVERAGE TO IMPACTED AREAS. 

51 IN THE CASE OF ROOFTOP SOLUTIONS FOR EQUIPMENT AND/OR ANTENNA 
FRAMES WHERE PENHRATiON OF EXISTING ROOFING MATERIALS OCCUR, 
GENERAL CONTRACTOR SHALL COORDINATE WITH BUILDING OWNER TO OBTAIN 
CONTACT INFORMATION AND UTILIZE THE EXISTING ROOFING CONTRACTOR OF 
RECORD FOR INSTALLATION. PATCH, REPAIR OR ANY AUGMENTATION TO THE 
ROOF. AND HAVING THE WORK GUARANTEED UNDER THE ROOFING 
CONTRACTOR'S EXISTING WARRANTY ENSURING lOC-R MOISTURE PROTECTION. 

52. IN THE CASE OF ROOFTOP SOLUTIONS WITH THE INSTALLATION OF ANTENNAS 
WITHIN CONCEALED (SHROUDED) SUPPORT FRAMES OR TRIPODS. GENERAL 
CONTRACTOR SHALL COORDINATE WHH THE FRP DESIGNER/FABRICATOR TO 
ENSURE THAT THE FINAL FRP SHROUO IS SIMULATING IIN APPEARANCE) 
EXISTING EXTERIOR BUILDING FACADE MATERIALS. TEXTURES. AND COLORS. 
THE CONTRACTOR SHALL FURTHERMORE ENSURE THE USE OF COUNTERSUNK 
OR FLAIHEAD FASTENERS IN ALL FRP CONSTRUCTION. WHEN 
PHOTOSIMULATIONS ARE PROVIDED. THE CONTRACTOR SHALL ENSURE THAT 
FINAL CONSTRUCTION REPRESENTS WHAT IS INDICATED IN PHOTOSIMULATION 
SHOP DRAWINGS SHALL BE PROVIDED TO THE GENERAL CONTRACTOR, 
CONSTRUCTION COORDINATOR. AND ARCHITECT PRIOR TO FABRICATION AN.^ 
CONSTRUCTK)N 

53 IN THE CASE OF ROOHOP SOLUTIONS FOR EQUIPMENT AND/OR ANTENNA 
FRAMES WHERE ANCHORING TO AN EXISTING CONCRETE ROOF SLAB IS 
REQUIRED. CONTRACTORS SHALL CONFIRM (PRIOR TO SUBMiniNG BID) WITH 
CONSULTING CONSTRUCTION COORDINATOR AND ARCHITECT TME PRESENCE Of 
POST TENSION TENDONS WITHIN THE ROOF SLAB RESULTING FROM AN 
UNDOCUMENTED DESIGN CHANGE IN THE EXISTING BUILDING "AS-BUILT 
DRAWING SET" HAVING INDICATED AN ORIGINAL DESIGN SOLUTION OF 
REINFORCED CONCRHE W/ EMBEDDED STEEL REBAR. IN THE EVENT POST 
TENSION SLAB SOLUTION IS PRESENT. CONTRACTOR SHALL INCLUDE 
PROVISIONS FOR X-RAY PROCEDURES (INCLUDED IN BiD) FOR AIL 
PENETRATION AREAS WHERE ANCHORING OCCURS 

54. GENERAL 4e SUB CONTRACTORS SHALL USE STAINLESS STEEL METAL LOCKING 
TIES FOR ALL CABLING TiE DOWNS AND ALL OTHER GENERAL TIE DOWNS 
(WHERE APPLICABLE). PLASTIC ZIP TIES SHALL NOT BE PERMIHED FOR USE 
ON TOWER NETWORK CARRIER PROJECTS. RECOMMENDED MANUFACTURE 
SHALL BE: PANDUIl CORP. METAL LOCKING TIES MODEL NO. ML145-CP 
UNDER SERlES-304 (OR EQUAL). PANDUIT PRODUCT DISTRIBUTED BY TRiARC 

55 GENERAL CONTRACTOR SHALL OBTAIN. REVIEW AfJD EXECUTE ALL NETWORK 
CARRIER CONSTRUCTION STANDARDS (MOST RECENT REVISION) AS A PART OF 
THIS BID AND CONSTRUCTION PROJECT. 

56 GENERAL CONTRACTOR SHALL OBTAIN, REVIEW AND EXECUTE ALL NETWORK 
CARRIER CONSTRUCTION STANDARDS (MOST RECENT REV!SK)N) AS A PART OF 
THIS BID AND CONSTRUCTION PROJECT. 

57 CONTRACTOR SHAU BE RESPONSIBLE TO SET ELECTRONIC TILTS FOR NEWLY 
INSTALLED ANTENNAS UNDER THE CONDITION THAT THE GC OBTAIN THE MOST 
RECENT COPY OF THE RF TILT INFORMATION SUCH THAT TME ACCURATE 
CONTROLLER CAN BE ORDERED AND INSTALLED 

58. A STRUCTURAL ANALYSIS SHALL BE COMPLETED AND SUBMITTED TO THE 
NawORK CARRIER REPRESENTATIVE AND GC DEMONSTRATING CAPACITY AT 
THE EXACT LOCATION OF EXISTING CONDITIONS TO SUSTAIN ADDITIONAL HEAVY 
BATTERY CJ^BINETS OR OTHER OUT OF SCOPE EQUIPMENT 

59 THE GC SHALL PROVIDE MATERIALS LIST (BOM) TO THE NETWORK CARRIER 
REPRESENTATIVE FRIOR TO CONSTRUCTION. 

SYMBOLS: 
( T ^ GRID REFERENCE 

^-Al IFORNIA SPFClFir CODE COMPLIANCE NOTES-

1. WHEN COMPLETED. THE SUBJECT PROJECT SHALL COMPLY WITM LOCAL 
SECURITY CODES. 

2 WHEN COMPLETED. THE SUBJECT PROJECT SHALL COMPLY WITH THE 
CALIFORNIA ENERGY CODE TnLE-24 ENERGY CONSERVATION REQUIREMENTS 

3 WHEN CLASS OR GLAZING REPLACEMENT IS A PART OF THE SCOPE OF THE 
PROJECT. CLASS AND GLAZING SHALL COMPLY WITH CHAPTER 54 OF THE US. 
CONSUMER SAFETY COMMISSION WITH SAFETY STANDARDS FOR ARCHITECTURAL 
GLAZING MATERIALS BEING C0MPL1 WITH PER (42 FR 1426. CFR PART 1201 4 
LOCAL SECURITY REQUIREMENTS). 

V 

(N) 

(E) 

THE 

m 

o 

DETAIL REFERENCE 

ELEVATION REFERENCE 

SECTION REFERENCE 

CENTERLINE 

PROPERTY/LEASE LINE 

MATCH LINE 

WORK POINT 

GROUND CONDUCTOR 

TELEPHONE CONDUIT 

ELECTRICAL CONDUIT 

COAXIAL CABLE 

OVERHEAD SERVICE 
CONDUCTORS 

GROUT OR PLASTER 

(E) BRICK 

(E) MASONRY 

CONCRETE 

EARTH 

GRAVEL 

PLYWOOD 

SAND 

WOOD CONTINUOUS 

WOOD BLOCKING 

STEEL 

NEW 

EXISTING 

NEW ANTENNA 

EXISTING ANTENNA 

GROUND ROD 

GROUND BUS BAR 

MECHANICAL GRND CONN. 

CADWELD 

GROUND ACCESS WELL 

ELECTRIC BOX 

TELEPHONE BOX 

LIGHT POLE 

FND. MONUMENT 

SPOT ELEVATION 

SL' POINT 
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BATTERY INFORMATION /NOTES: 
BATTERY MFG.; EAST PENN MANUFACTURING 

MODEL No I2AVR-145L 

ELECTROLYTE CONTENT PER BATTERY 

ELECIROIYTE HAZARD CLASSIFICATION 
PER "07 C.F C (8 75! SULFURIC ACID) 

No. OF BATTERIES TO 
BE INSTALLED 

TOTAL ELECTROLYTE CONTAINED 
ON SITE (2 17 X 20 - 43 4): 

2.17 GALLONS 

CORROSIVE 

20 MAX. 

43.4 GALLONS MAX. 

FIR£ DEPARTMENT NQTES: 
A FIRE DEPARTMENT FINAL INSPECTION REQUIRED SCHEDULE INSPECTION 2 DAYS 
IN ADVANCE. 

B. A CFC PERMIT TO OPERATE BAHERY SYSTEMS WIIH STATIONARY L E A O - A C I D 
BATTERIES IS NOT REQUIRED FOR THE QUANTITIES ON SITE 

C A e t c PERMIT MAY BE REQUIRED FOR THE HAZARDOUS MATERIALS ON SITE 

D A HAZARDOUS MATERIALS IDENTIFICATION SIGN iS REQUIRED FOR ALL ENTRANCES 
INTO BAHERV STORAGE AREAS LEHERS MUST BE AT LEAST 1 " IN HEIGHT AND iN 
A COLOR WHICH CONTRASTS TO THE BACKGROUND OF THE SIGN AND LIST THE 
FOLLOWING: 

CLASS 1 WATER REACTIVE LIQUID 
TOXIC LIQUID 

CORROSIVE LIQUID 
OTHER HEALTH HAZARD LIQUID 

E AN APPROVED METHOD TO NEUTRALIZE SPILLED ELECTROLYTE SHALL BE 
PROVIDED IN THE BATTERY ROOM 

F. BATTERIES SHALL BE PROVIDED WIlH SAFETY VENTING CAPS. 

C LOCATIONS AND CLASSIFICATIONS OF EXTINGUISHERS SHALL BE IN ACCORDANCE 
WITH THE 2010 CFC AND PLACEMENT IS SUBJECT TO APPROVAL OF IHE FiRE 
INSPECTOR. 

H STORAGE. DISPENSING OR USE OF ANY FLAMMABLE AND COMBUSTIBLE LIQUIDS. 
FLAMMABLE AND COMPRESSED GASES. AND OTHER HAZARDOUS MATERIALS SHALL 
COMPLY WITH 2010 CFC REGULATIONS. 

I EXIST DOORS SHALL BE ABLE TO OPEN FROM THE INSIDE WITHOUT THE USE OF 
KEY OR ANY SPECIAL KNOWLEDGE OR EFFORT. 

J ADDRESS NUMBERS SHALL BE A MINIMUM 6 INCHES HIGH AND PLAINLY VISIBLE 
FROM ROADWAY BUILDING IS ADDRESSED ON. 

K. REQUIRED SIGNAGE SHALL INCLUDE LETTERING HEIGHT OF AT LEAST ONE INCH. 
IN A COLOR THAT CONTRASTS TO THE SIGN BACKGROUND. AND SHALL BE 
PROMINENTLY DISPLAYED 

L REQUIRED SIGNAGE SHALL INCLUDE. BUT MA> NOT BE LIMITED TO. APPLICABLE 
TYPES FROM EXAMPLES SHOWN HEREIN (SEE SIGNAGE). 

STATIONARY STORAGE BATTERY SYSTEMS 
CODE COMPLINANCE: 
APPLICABLE COOES 
2010 CFC & 2010 CBC 

A STATIONARY STORAGE B A H E P Y SYSTEMS HAVING A LOUlO ELECTROLYTE CAPACITY 
OF LESS THAN 50 GALLONS. OR A UTHIUM-lON CAPACITY OF 1.000 POUNDS USED 
FOR FACILITY STANDBY POWER. EMERGENCY POWER OR UNINTERRUPTED POWER 
SUPPLIES. ARE EXEMPT FROM CONDITIONS OUTLINED PER SEPARATION AND/OR 
PROTECTION UNDER INCIDENTAL ACCESSORY OCCUPANCIES TABLE 508.2 5 2010 CBC 

B STATIONARY STORACE B A H E R Y SYSTEMS HAVING AN ELECTROLYTE CAPACITY OF 
LESS THAN 50 GALLONS (189 L) FOR FLOOOEO L E A D - A C I D . N C K E L CADMIUM (Nl -Cd) 
AND VALVE-REGULATED LEAO-ACID ( V R L A ) . OR 1.000 POUNDS (454 kg) FOR 
LIIHIUM-K>N AND LITHIUM MHAL POLYMER. USED FOR FACILITY STANDBY POWER. 
EMERGENCY POWER OR UNINTERRUPTED POWER SUPPLIES. ARE NOT REQUIRED TO 
COMPLY TO THE CONDITIONS OUTLINED UNDER B A H E R Y REQUIREMENTS TABLE 608.1 
2010 CFC CHAPTER € - BUILDING SERVICES l i SYSTEMS SECTION 608 STAIlONAfiY 
STORAGE BATTERY SYSTEMS 

C CC SHALL COMPLY WITH 2010 CFC STATIONARY STORAGE BATTERY SYSTEM 
SPECIFIC CHAPTER 27 REQUIREMENTS INCLUDING SPiLL CONIAINMENT OR MEANS TQ 
RENDER A SF'iLL HARMLESS TO PEOPLE OR PROPERTY SHALL BE PROVIDED WITH 
IMPLEMENTATION OF AF>PROVED SPILL COMTAINMErJT SHELVES WITHIN EACH CABINET 
BATTERY STRING TRAY SYSTEM OR EQUAL SYSTEM. 

0. GC SHALL COMPLY WITH 2010 CFC STATIONARY STORAGE BATTERY SYSTEM 
SPECIFIC CHAPTER 27 REQUIREMENTS l^K:LUOING SAFEGUARDS BEiNG PROVIDED TO 
MINIMIZE THE RiSK OF AND LIMIT DAMAGE FROM A FiRE OR EXPLOSION INVOLVING 
HAZARDOUS MATERIALS WITH BAHERY SYSTEMS BEING SECURED WITHIN VENTILATED 
PROTECTIVE STEEL CABINETS WITH FIRMLY SECURED LOCKING ACCESS DOORS 

E. GC SHALL COMPLY WITH 2010 CFC STATIONARY STORAGE BATTERY SYSTEM 
SPECIFIC CHAPTER 27 REQUIREMENTS INCLUDING HAZARDOUS MATERIALS WARNING 
'.IGNS REQUIRED FOR I FAD-ACID BATTERY SYSTEMS WITH QUANTITIES OF ELECTROLYTE 
EXCEEDING THE MINIMUM PERMIT AMOUNT OF 10 GALLONS INCLUDING ELECTROLYTE 
PERCENTAGE OF OVER 12JC OF SULFURIC ACID WITH SIGNAGE PER CFC 608.7.1 & 
2703 5 (SEE FiRE DEPARTMENT NOTES) 

F CC SHALL COMPLY WITH 2010 CFC STATIONARY STORAGE BATTERY SYSTEM 
SPECIFIC CHAPTER 27 REQUIREMENTS INCLUDING ELECTRICAL WIRING AND EQUIPMENT 
BEING INSTALLED AND MAINTAINED IN ACCORDANCE WITM TM£ CALIFORNIA ELECTRK: 
CODE PER CFC 2703 9 4 
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IN CASE OF 
EMERGENCY 

CALL — 
NOC #1-866-400-6040 

SITE NUMBER: 
SITE NAME: 

SD34XC574 
ALPINE VFW 
POST 

REQUIRED NFPA SIGNAGE EMERGENCY CONTACT SIGNAGE 

THE DESIGN REVIEW BOARD: 

• RECOMMENDS OENIALOF SITE PLAN 

^ RECOMMENDS APPROVAL OF SITE PLAN 

• RECOMMENDS APPROVAL WITH CONDITIONS 
AS NOTIED ON DRAWMGS 

Chair 

NOIUH n 3 

THIS FACILITY CONTAINS 
CORROSIVE LIQUID 

TOXIC LIQUID 
CLASS 1 WATER REACTIVE LIQUID 

ANGER 
HAZARDOUS 

MATERIAL 
STORAGE 

AREA 
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i^CAUTION 

Beyond this point: 
Radio frequerKry l e l d s at ttils site 
may exceed FCC rules for human 
exposure. 

f a t yout ta'«<y, obvy •« posted »ign» and 
t i l « guMtt lHin lot iMotking m iMtio 
l i *9u*ncy • i v l i o n m t n U 

NOTICE 

Radio f requency f ields t>eyor>d 
th is point may exceed tt>€ FCC 
general public exposure l imit 

Oti«y a l posted t i g m and «ita giMdalirws 
lo i working In radio t iaquancy 
• nvMOninvfiH. 

^WARNING 

Beyond tt i ls point: 
Radio fraquency fields at this site 
cxc«ed the FCC rules for human 
exposure. 

Failuir lo ot>ry an po t i r d signs and si t t 
guuivbnr^ lot working In r*dio traquvncy 
•nvi fonnwnts coutd casult In Mf tous Injury 
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LEGEND 

• 

FIRE STAND PIPE 

O 

• CAS METER BOLLARD 

CD 

• 

i»OCK RETAINING WALl 

GENERA; CONTRACIOR 
GRND GROUND • 

UAy:MilU 

• 
WT. METAL 
UFR MANUFACTURE 
UCR MANAGER 
WIN MINIMUM 

• 
NOT APPLICABLE 
NOT IN CONTRACT 

SIM SIMILAR 
SBECIFICATION 
SQUARE FOOT 

STEEL 
STRi;CTURAl 

SUSfENDED 

IHRij 
TMA 'OWER MO.iV AMPLIFIER 

•iNNED 

^ftfO ,,UNlESS NOTf 

• 
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W/O WllHOUt 
WP WATER PHOOl 
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?4%3e" SCALE 1 /2 " = r - 0 ' 
i r x l 7 " SCALE 1/4" - I ' - O ' 

EXISTING SPRINI 
GPS ANTENNA 

EXISTING SPRlNl 
PRC CABINET 

EXISTING SPRINT 
TELCO CABINET-

EXISTING 6" RAISED 
CONCRETE PAD 

EXISTING SPRINT 
CABLE LADDER FRAME-

EXISTING SPRINT 
MODCELL 4 0 CABINET 

EXISTING SPRINT POWER 
PLANT CABINET 

EXISTING 6 ' BOLLARDS. TYP,-

EXISTING EQUIPMENT LIGHTING-

24"x36" SCALE: 1/2" - I ' -O" 
1 1 M 7" SCALE: 1/4" - 1 - 0 " 

EXISTING SPRINT 72" TALI CDMA 
DUAL POLE ANTENNAS (1 PER 
SECTOR, 1 TOTALI TO BE REPLACED 
WITH PROPOSED SPRINT 
800/1900MH2 PANEL ANTENNA 

EXISTING SPRiNT 72" TALL CDMA 
DUAL POLE ANTENNAS (1 PER 
SECTOR. 3 TOTAL) TO BE REPLACED 
WITH PROPOSED SPRINT 
800/1900MH2 PANEL ANTENNA 

EXISTING SPRINT 48" TALL CDMA DUAL 
POLE ANTENNAS (1 PER SECTOR. 2 TOTAL) 
TO BE REPLACED WETH PROPOSED SPRINT 
800/1900MH2 PANEL ANTENNA 

EXISTING 3 5 " - 0 ' 
HIGH LIGHT POLE 

ANTENNA PLAN 
O 3 2 - - 0 - TO 3 3 ' - D -

• RECOMMENDS DENIAL OF SITE PLAN 

^RECOMMENDS APPROVAL OF SITE PLAN 

° ^S!!l^'*^'^^'^O^ALVVITHCONDm 
""ON DRAWINGS 

Chair Date 
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EXISTING COAX 

EXISTING SPRINT 0«.BL£ TRAY 

EXISTING 3 5 ' - 0 ' 
HIGH LIGHT POLE 

•EXISTING 6 ' - 0 " HIGH WOOD FENCE 

-EXISTING 3 ' - 0 " WIDE WOOD GATE 
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1. REMOVE ALL EXSTING SPRiNT COAX AND 
ANTENNAS FROM SITE. 

2. ANTENNAS AND HARDWARE TO BE PAINTED 
TO MATCH EXISTING. 

3. ANTENNA CLEARANCE AND MOUNTING TO BE 
FIELD VERIFIED PRIOR TO CONSTRUCTION WITH 
FINAL ANTENNA SPECIFICATIONS. MOUNTING 
HARDWARE, AND RF DESIGN. AKTENNA PIPE 
MOUNT MODIFICATION MAY BE REQUIRED 

PROPOSED SPRINT 1900MHz RRH 
. ,, UNrrS (1 PER SECTOR. 3 TOTAL) 

MOLJNTED ON NEW COLLAR MOUNT 

OESIGWREVeWBOMtt) 

OSOEN«ALOfS(TEPl>H 

' ^ ^ . . O S A P P B O V . W I T H G O . D m O K S 

THE 

PROPOSED SPRINT 72 ' TALL 
1900MHI PANEL ANTENNA (1 
PER SECTOR. 3 TOTAL) MOUNTED 
ON EXISTING MOUNT 

EXISTING (e) 7/e"e 
COAX CABLE ROUTED 
AT EXISTING CABLE 
' -A- TO BE REMOVED 

IPNOSAV 
,0N DRAWINGS 

. PROPOSED SPRINT 1900MHz RRH 
I UNITS (1 PER SECTOR. 3 TOTAL) 

MOUNTED ON NEW COLLAR MOUNT 

PROPOSED SPRINT 72" TALL 
1900MHI PANEL ANTENNA (1 

- l i y PER SECTOR, 3 TOTAL) 
MOUNTED ON EXISTING MOUNT 

EXISTING 3 5 ' - 0 " 
HIGH LIGHT POLE 

PROPOSED SPRINT 72" TALL 1900MH2 
PANEL ANTENNA (1 PER SECTOR. 3 TOTAL) 
MOUNTED ON EXISTING MOUNT 

PROPOSED SPRINT 1900MH2 RRH 
UNITS (1 PER SECTOR. 3 TOTAL) ( . ' q l . i n ; 
MOUNTED ON NEW COLLAR MOUNT ' 

>36" SCALE: 1 /2" -
.17- SCALE; 1 /4" « M \K(.I D W l l \ N \ PI \N nilKINf 2 

EXISTING SPRINT 
GPS ANTENNA 

PROPOSED (3) 1 - 1 / 4 " HYBRIFLEX 
CONDUITS FROM JUNCTION BOX TO 
RRH'S UNITS 

EXISTING SPRINT PPC 
CABINH TO REIi 

EXISTING SPRINT TELCO 
CABINET TO REMAIN 

© PROPOSED ATAT 24"X24"X8' NEMA 
3R RATE JUNCTION BOX MOUNTED 
ON PROPOSED MODIFIED H-FRAME 

© PROPOSED ATfcT CIENA FIBER 
BOX MOUNTED ON PROPOSED 
MOOiFlEO H-FRAME 

EXISTING SPRINT CABLE TRAY 

EXISTING (e) 7 /8"» 
COAX CABLE ROUTED 
AT EXISTING CABlE 
TRAY TO BE REMOVED 

EXISTING 3 5 ' - 0 " HIGH LiCHT POLE 

PROPOSED SPRINT JUNCTION BOX 
MOUNTED ON PROPOSED H-FRAME 

^/'(CONTRACTOR TO FIELD VERIFY 
LOCATION DURING CONSTRUCTION) 

PROPOSED SPRINT (3) 1 - 1 / 2 " 
DIA LIQUIOTICHT FLEXIBLE 
CONDUITS (POWER AND RBER) 
FROM PROPOSED 9928 TO NEW 
JUNCTION BOX 

I I PROPOSED SPRINT 
- 992B CABINET 

EXISTING 6" BOLLARDS, TYP 

EXISTING EQUIPMENT LIGHTING 

EXISTING 6" -0 " HIGH WOOD FENCE 

EXISTING 6" RAISED 
CONCRETE PAD 

EXISTING 3"-D" WIDE WOOD GATE 

24" .3e" SCALE: 1/2" - T - O " 
i r x l 7 " SCALE: 1 /4" - 1 - 0 * 
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NOTES TO CONTRACTOR: 

1. REMOVE ALL EXISTING SPRINT COAX AND 
ANTENNAS FROM SITE. 

2. ANTENNAS AND HARDWARE TO BE PAINTED 
TO MATCH EXISTING. 

3. ANTENNA CLEARANCE AND MOUNTING TO BE 
FIELD VERIFIED PRIOR TO CONSTRUCTION WFTH 
FINAL ANTENNA SPECIFICATIONS, MOUNTING 
HARDWARE, AND RF DESIGN. ANTENNA PIPE 
MOUNT MODIFICATION MAY BE REQUIRED. 

V . - \ I R \v K-'R U ^ - l l I I W I I I U - - I I ( I 1 K^R m i l l l ^ 

SECTOR 1 A2IMUTH RADCENTER NUMBER OF 
ANTENNAS 

VENDOR MODEL IFFECTIVE 
TILT 

MECH. 
TILT RET RRH COMBINER HBER OPTIC 

- =F-
LENGTH 

COAX 
LENGTH 

1900MHz IOC 

:• • 
f.FS - 6 0 - 6 (1) 1900MHz 

(11 1 - 1/4'HVBR|r_(;x 
HR1 1 4 - 1 - 0 8 m - M = . F 

6 0 ' - 0 " 

SECTOR 2 AZIMUTH RADCENTER NUMBER OF 
ANTENNAS 

VENDOR MODEL JFECTIVE 
TILT 

MECH. 
11.T Rn RRH RBER OPTIC RBER 

LENGTH 
COAX 

LENGTH 

leoouHz 180" 3?' 1 • 1 RFS APxVSPfcl''-
C A2D 

0 (1) 1900MHz (1) 1 1/4" HYBRIFLEX 
Hp- 1 4 - l - O e i j 4 - M ' - r 6 0 ' - 0 " 

SECTOR 3 AZIMUTH RADCENTER NUMBER OF 
ANTENNAS 

VENDOR MODEL 
EFFECTlvd 

TILT 
MECH. 

TILT R H RRH FIBER OPTIC HBER 
LENGTH 

COAX 
LENGTH 

1900MHz 3 2 - 0 " 1 RFS APXV9ERP16-
- 2 - 2 (1) 1900MHz (1) 1 - 1/4 H I B R T L E X 

H R I ' 4 - 1 - 0 8 L I 4 MSr 6 0 " - 0 " 

PROPOSED SPRINT 1900MHz RRH 
UNITS (1 PER SECTOR, 3 TOTAL) 
MOUNTED ON NEW COLLAR MOUNT 

PROPOSED SPRINT 72" TALL 
1900MHz PANEL ANTENNA (1 

IC' PER SECTOR. 3 TOTAL) MOUNTED 
ON EXISTING MOUNT 

'̂ 'Mun7 

PROPOSED (3) 1 - 1 / 4 " HYBRIFLEX 
CONDUITS FROM JUNCTION BOX TO 
RRH'S UNITS -

PROPOSED SPRINT 1900MHz RRH 
.-p UNITS (1 PER SECTOR. 3 TOTAL) 

MOUNTED ON NEW COLLAR MOUNT 

PROPOSED SPRINT 7 2 ' TALL 
1900MH2 PANEL ANTENNA (1 
PER SECTOR, 3 TOTAL) 
MOUNTED ON EXISTING MOUNT 

EXISTING 3 S ' - O ' 
HIGH LIGHT POLE 

PROPOSED SPRINT 72" TALL 1900MHz 
PANEL ANTENNA (1 PER SECTOR, 3 TOTAL) 
MOUNTED ON EXISTING MOUNT 

PROPOSED SPRINT 1900MH2 RRH 
UNITS (1 PER SECTOR, 3 TOTAL) , , 
MOUNTED ON NEW COLLAR MOUNT -

36" SCALE 1/2" - r - O " 
17" SCALE: 1/4" = I ' -O" PKOIV^ri) ENLMK.I O .AM I NN \ PLAN 2 

EXISTING SPRINT 
GPS AMENliA — 

PROPOSED (3) 1 - 1 / 4 " HYBRIFLEX 
CONDUITS FROM JUNCTION BOX TO 
RRH'S UNTTS 

EXISTING SPRINI PPC 
CABINH TO REMAIN — 

EXISTING SPRINT TELCO 
CABINFT TO REMAIN 

PROPOSED ATicT 24"X24"X8" NEMA 
I 3R RATE JUNCTION BOX MOUNTED 

ON PROPOSED MODIFIED H-FRAME 

PROPOSED AT&T CIENA FIBER 
BOX MOUNTED ON PROPOSED 
MODIFIED H-FRAME 

PROPOSED SPRINT JUNCTION BOX 
MOUNTED ON PROPOSED H-FRAME 

^(CONTRACTOR TO FIELD VERIFY 
LOCATION DURING CONSTRUCTION) 

PROPOSED SPRINT (3) 1 - 1 / 2 " 
DIA UOUIDTIGHT FLEXIBLE 
CONDUITS (POWER AND HBER) 
FROM PROPOSED 9928 TO NEW 
JUNCTION BOX 

• > PROPOSED SPRINT 
V - 9 / 9 9 2 8 CABINET 

EXISTING 6" BOLLARDS. TYP, 

EXISTING EQUIPMENT LIGHTING 

EXISTING SPRINT CABLE TRAY 

EXISTING 3 i> ' -0" HiCM LIGHT POLE 

EXISTING 6 ' - 0 " HIGH WOOD FENCE 

EXISTING e" RAISED 
CONCRHE PAD 

EXISTING 3 ' - 0 " WIDE WOOD GATE 

24"x36" SCALE 1/2 - I ' -O 
i r « 1 7 " SCALE 1/4" - I ' -O" PROIW-l 1 \ l \K( .1 IMCUIPWI \ l in. \ N 

J19»C AmPORI lOOf M l V t 
COSTA UtSA. CA » ]626 
PMONI: ( " 4 ) 230-5714 

I ' K O j U I I M O R W M I L ^ V 

\ l I W . ' R k \ l . - k ^ \ \ n i K I - l \ l l \ i I I 

,.\LPINLVFW PO>l (lOlV 
574 

^AA TAVERN RD. 

ALPINE, CA 91901 
SAN DIEGO COUNTY 

i .- i i i n \ i i 

0 9 / 2 7 / 1 2 

- I I I P U^R: 

100% CONSTRUCTIC 

REVISIONS 

• . 
DATE OESCRI'̂ iOH 

A 0 4 / 0 3 / 1 2 ISSUED FOR 90% CO REVIEW 

B 0 7 / 1 6 / 1 2 ISSUED FOR FINAL 9C5C CD REVIEW PLD 

0 0 9 / 2 7 / 1 2 ISSUED FOR 100% CONSTRUCTION 

NOT FOR CONSTRUCTION UNLESS 
LABELED AS CONSTRUCIION SET 

I K I \ . - I I R I 

PROPOSED ENLARGED EQUIPMENT 
& ANTENNA PLAN 

- I I I I I MIWUI R 
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NOTES TO CONTRACTOR: 

T. REMOVE AiL EXISTING SPRINT COAX AND 
ANTENNAS FROM STTE. 

2. ANTENNAS AND HARDWARE TO BE PAINTED 
TO MATCH EXISTING. 

3. ANTENNA CLEARANCE AND MOUNTING TO BE 
FIELD VERIFIED PRIOR TO CONSTRUCTION WITH 
FINAL ANTENNA SPECIFICATIONS. MOUNTING 
HARDWARE. AND RF DESIGN. ANTENNA PIPE 
MOUNT MODIFICATION MAY BE REQUIRED. 

EXISTING FLAG POLE 

EXISTING BUIDINC 

EXISTING PBMS EQUIPMENT 

24"«36" SCALE: 1/4" - I ' - O " 
i r x l 7 ' SCALE: 1/8" - I ' - O " 

:EC''"'' 

24"«36"' SCALE 1/4" - r - 0 " 
4' 3' 2" r 0" 

•K^^IVMn^OUIII I I l \ \ I I O \ > 

NO! HMD 

31MC Ai«>0»I lOOf CKlvt 
COtTA t t l%t . CA *ZC2I 

fHONC (714) 2 ) 0 - » 7 l 4 

IMU'^IU I l \ U N v M \ l k ^ \ 

\ | I W ^ ^ R k \ I > I P \ \ \ \ 1 R I - I \ l l \ . I I 

M.PIKE \ r\\ POM lOR) 
> l ) U X i 571 

844 TAVERN RD 
ALPINE. CA 91901 

BAN DIEGO COUNTY 

)9/27 / 1 2 

ONSTRUCTION 

DATE C E t C ' F ' K - . 

• 0 4 / 0 3 / 1 2 ISSUED FOR 90X CO REV'Ew 

B 0 7 / 1 6 / 1 2 ISSUED FOP FINAL 9 0 t CD REVIEW R l [ ' 

0 9 / 2 7 / 1 2 ISSUED FOR 100X CONSTRUCTION 

NOT FOR CONSTRUCTION UNLESS 
LABELED AS CONSTRUCIION SET 

\K I V s l l K I : 

-ni l I i n n 

PROPOSED SOUTH ELEVATION 

-ni l I \ i i \ i n iK 
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^ TOP OF PROPOSED SPRiNT ANTENNAS • • . ' 
^ 3 5 ' - 0 A.G.L. 

KAD CENTER OF PROPOSED SPRINT ANTENNAS 
3 2 ' - 0 " A.G.L. (SECTOR "2" O 180-) (SECTOR " 3 " O 280-) 

PROPOSED SPRINT 72" TALL 
- 1900MHz PANEL ANTENNA (1 

- v . ) PER SECTOR. 3 TOTAL) 
MOUNTED ON EXISTING MOUNT 

PROPOSED SPRINT 1900MHz RRH 
UNtrS (1 PER SECTOR. 3 TOTAL) 
MOUNTED ON NEW COLLAR MOUNT 

NOTES TO CONTRACTOR: 

1. REMOVE ALL EXISTING SPRINT COAX AND 
ANTENNAS FROM SITE. 

2. ANTENNAS AND HARDWARE TO BE PAINTED 
TO MATCH EXISTING 

3. ANTENNA CLEARANCE AND MOUNTING TO BE 
FIELD VERIFIED PRIOR TO CONSTRUCTION WTTH 
FINAL ANTENNA SPECIFICATIONS. MOUNTING 
HARDWARE. AND RF DESIGN ANTENNA PIPE 
MOUNT MODIFICATION MAY BE REQUIRED. 

-EXISTING FLAG POLE 

•EXISTING PBMS EQUIPMENT 

24">36" SCALE: 1 /4" « I ' - O " 
11 " . 1 7 " SCALE: 1/8" - I ' - O " rKOiv.^i nwi.^i i i . i \ \ i i o \ > 

24-x36" SCALE: 1/4 - 1 - 0 " 
i T x l ? " SCALE: 1 /8" - I ' -O" 

NO I UM .L:> I 

Sprint̂ !*' 

Alcatel'Lucent 

3U»C AISPOBI lOOf rjH»F 
COSTA MCSA. CA 92626 
PHONt: (714) 230-S7 I4 

I'ROjU I l \ K ^ R \ U I lOV 

\ | lUv ' -Kk \ l - k ^ \ \ l \ U U - - l \ I IN^ II 

ALPINE VEW POSl (lOB) 
SLT̂  1X0571 

844 TAVERN RD. 
ALPINE, CA 91901 

SAN DIEGO COUNTY 

l>M II I 'M 

09/27/12 

0% CONSTRUCTION 

DATE DESCRIPTION 

A 0 4 / 0 3 / 1 2 ISSUED FOR 90% CD REVIEW CLi 

B 0 7 / 1 6 / 1 2 ISSUED FOR FINAL 905J CD REVIEW RLD 

0 0 9 / 2 7 / 1 2 ISSUED FOR 100% CONSTRUCTION 

NOT FOR CONSTRUCTION UNLESS 
LABELED AS CONSTRUCTION SET 

I K l \ > U R I 

-ni l I i i i i i 

PROPOSED WEST ELEVATION 
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TOP OF PROPOSED SPRINT ANTENNAS AND TOP QF LIGHT PQLE 
3 5 ' - 0 ' AGL ^ 

lER OF PROPOSED SPRINT ANTENNA'., 
(SECTOR "3" O 280-) 3 2 ' - 0 " A.G.L. ^ 

. I ' l l - V W 
' t ' 1 ' I ' I ' I ' I ' I ' I - - r - r y T - W T ^ " T T i : i : i 

' i - , i , i | i ; T , T , r , . i , . , i : i : i . i : i 

2 4 " . 3 6 ' SCALE. 1/4" - I ' -O" 
n " . l 7 " SCALE: 1/8" = I ' -O" PKOrOM n NOK 111 ILIA \ (ION > 

THE DESIGN REVIEW BOARD: 

• RECOMMENDS DENIAL OF SITE PLAN 

C^^i^ECOMMBOSAPPROVALOF SITE PUN 

• RECOMMB«S^i»niOMILWITH CONDITIONS 
ASI 

24" .36" SCALE- 1 /4" - I ' -O 
i r « 1 7 " SCALE: 1/8" • I ' - O ' NO! UM I) 

AlcateI'Lucent 

3I9»C AIIII>0«I LOOP M i v l 
COSIA y€SA. CA »26!6 
PHONC: (714) 230-5714 

\ l IWv- 'RK \ N i ^ \ \ I \ \ H I > I \ l l \ i , I I 

ALPINE VW POST (lOB) 
.M)nV574 

644 TAVERN RD. 
ALPINE. CA 91901 

SAN DiEGO COUNTY 

: 
DATE DESCRIP'IOS 

•• 0 4 / 0 3 / 1 2 ISSUED FOR 9055 CD REVIEW CD 

D 7 / 1 6 / 1 2 ISSUED FOR FINAL 90% CO REVIEW 

0 0 9 / 2 7 / 1 2 ISSUED FOR 100% CONSTRUCIION RLD 

NOT FOR CONSTRUCTION UNLESS 
LABELED AS CONSTRUCTION SET 

I U I N.-l IRI 

PROPOSED NORTH ELEVATION 
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TOP o r PROP0'..ED iPRINT ANTENNAS AND TQP QE JCHT PQLE t > 
3 5 ' - 0 ' A.C.L. ^ 

EXISTING FLAG POIE 

24" .36" SCALE: 1/4" = I ' -O" 
n ' x l ? " SCALE: 1/8" = I ' -O" 

'Koi\>i n I \.si 11 r\ MioN 2 

THE (/-^^ /If i r Q DESIGN REV1EWBCARD: 

• RECOMMENDS DENIAL OF SITE PlAN 

Î RECOMMENDSAPPRCAMLOF SITE PLAN 

• RE AFPROVW.WITH CONDITIONS 
DRAMfMGS 

24"x36" SCALE 1/4" - I ' -O" 
i r x 1 7 " SCALE: 1 /8" = 1 - 0 " 4 3 2 1 NOIUM n 

5199C AIRPORT LOOP DBIVt 
COSTA MCSA, CA 92626 
PHONt: (714) 230-5714 

I ' K O j U I l \ l OR M \ I I O \ : 

\ l I W v ^ R K \ \ \ l i n - - l \ l l \ ^ I I 

/\LPINE VFW POST (lOB) 
SL)34XC57] 

844 TAVERN RD. 
ALPINL, CA 91901 

SAN DIEGO COUNTY 

l-.-̂ UI P \ | | : 

09/27/12 

i - i i i n u N ^ 

00% CONSTRUCTION 

REv. DATE DESCRIPTION Ni'IAi'_ 

0 4 / 0 3 / 1 2 ISSUED FOR 90% CD REVIEW CD 

0 7 / 1 6 / 1 2 ISSUED FOR FINAL 90% CD REVIEW R L D 

0 9 / 2 7 / 1 2 ISSUED FOR 100% CONSTRUCTION RLD 

NOT FOR CONSTRUCTION UNLESS 
LABELED AS CONSTRUCTION SET 

I K IN.MIRI 

-III I I I I I ! I 

PROPOSED EAST ELEVATION 
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PAD-LOCK MOUNT 

Pl^ti YlEVIf 

2 ' - i r 

U i . T La,•^I . .^ 

ANCHORAGE LOCATION PER 
CONSTRUCIION MANAGER 

MECHANICAL GROUND LUC 

JUNCTION BOX DETAIL 

NOT USED 
24"x36" SCALE: NOT TO SCALE 
n ' x l ? " SCALE NOT TC SCALE 

o 
NOT USED 

24"x36" SCALE: NOT TO SCALE 
n ' x l 7 " SCVLE NOT TO SCALE 

MANUFACTURER: ANDREW (COMMSCOPE) 

MODEL 50ECv2 

CABINET DIMENSIONS. 

HEIGHT: 60 .n (152.4 cm) 

WIDTH: 31 lo. (7B.7 cm) 

DEPTH 30 .1 (76 2 cm) 

CABINET OPERATING TEMPERATURE RANGE: 
-40 'C TO 46'C 

... -f. FRONT 

BATTERY BACK-UP CABINET 
24 " . 3 6 " SCALE NOT TO SCALE 1 

J ' - 4 " 

I 5 /8 "« i 5 / 8 " 
S.S OR CALV 
UNISTRUI 
U-BOLTED TO 
3'« PIPE, TVP 

(P1001 
UNISTRUI OR 
EQUAL) 

CONSTRUCTION 
MANAGER TO FIELD 
VERIFY FINAL 
LOCATION OF 
JUNCTION BOX 
(ATTACHMENT PER 
STRUCTURAL) 

• 11 

1 

-1 5 / 8 " . 1 5 / 8 " S S 
OR CALV UNISTRUI 
U-BOLTED TO 3"» 
PIPE. TYP (PI001 
UNISTRUI OR EQUAL) 

CONSTRUCTION 
MANAGER TO FIELD 
VERIFY FINAL 
LOCATION OF 
JUNCTION BOX 
(ATTACHMENT PER 
STRUCTURAL) 

JUNCTION BOX MOUNTING DETAIL 

—\ 

MANUFACTURER. ALCATEL-LUCENT 
MODEL. C C M A / L I E DUAL TECH 4X45W 
WEIGHT. 60.0 LBS 
POWER SUPPLY -48 VDC 
POWER CONSUMPTION 680W T Y P I O L 

7 

FRCM : 

1900MHz RRH SPECIFICATION 
24"«36" SCALE: 
1T'»17" SCALE 1/: 

4 

«36" SCALE: 3/4" - T-( 8 

THE 
_ DESIGN REVIEWS 

• RECOMMENDS DENIAL OF SITE PLAN 

A R E C O M M E N D S APPROVAL OF SITE PLAN 

O T ^ g N DRAWINGS 

Chair 
Date 

NOT USED 
24"«36" SCALE NOT TO SCALE 
i r ' » 1 7 " SCALE NOT TO SCALE 

MANUFACTURE- ALCATEL-LUCENT 

MODEL f 9928 BTS OUTDOOR 

HEIGHT 72" 
WIDTH: 35,4" 
DEPTH 37 8" 

WEIGHT: 

HALF LOADED; 1033 LBS 
FULLY LOADED- 1162 LBS 

-TOP 
j / \ SOLAR 

= = '--HiELE 

— AC 
FILTER 
COVER 

I2F_VJ£ff l 

FRONT VIEW 

9928 CABINET 
24",J6" SCALE: NOT TO SCALE 

. \ 

Sprint̂ y 

Alcatel-Lucent 

3199C AHPOI" LOOP DItlVt 
COSTA HISA, CA 92626 
PNOMt: (714) 230-5714 

rKv"^! I I l \ K " ' R M \ l k ' ' V 

\ | iWv^KK \ l - k ' \ \ l \ « i l - l II 

MPINE WW l'0> I TOB 
l \ ^ 571 

844 TAVERN RD. 
ALPINE. CA 91901 

SAN DIEGO COUNTY 

0 9 / 2 7 / I 2 

KMII n K'R 

)0% CONSTRUCTION 

. 
DATE DESCRIPTION 

. 4 / 0 3 / 1 2 ISSUED FOR 9055 CD REViEW 

17/16/12 ISSUED FOR FINAL 90K CD REVIEW 

•• 19/27 /12 ISSUED FOR lOOX CONSTRUCTION P.-

NOT FOR CONSTRUCTION UNLESS 
LABELED AS CONSTRUCTION SET 

TTT\-iiR 

-ill11 m i l 

EQUIPMENT DETAILS 

- n i l I \ i i \ i i M K 
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EXISTING MCNOPiNE 

ADAPTER PLATE PER 
VALMONT MICROFLECT 
OR APPROVED EQUAL 

ANTfNNA MOUNTING PIPE 
PER VALMONT MICROFLECT 
OR APPROVED EQUAL 

TRI-BRACKEI PER 
VALMONT MICROFLECT 
OR APPROVED EQUAL 

COLLAR MOUNTED DETAIL 
24" . 3e" SCALE NOT TO SCALE 

MANUFACTURER RFS 
MODEL APXVSPPie-C-A2a 
WEIGHT 57.0 LBS 
DIMENSIONS: 72 0" X 11 8" X 7 0 " 
FREQUENCY REFER TO RF DATA SHEET 

RF CONNECTOR. TYP — 

REMOTE ELECTRICAL 
DOWNTILT ACTUATOR, TYP 

MECHANICAL 
DOWNTILT 

RF CONNECTOR. TYP 

REMOTE ELECTRICAL 
DOWNTILT ACTUATOR. TYP 

ANTENNA INFORMATION 
PULLED FROM PRELIMINARY 
PRODUCT DATA SHEH RFS ANTENNA SPECIFICATIONSI NOT USED 

24" i36 " SCALE NOT TO SCALE 
1 •̂ .CA^E. NOT TO SCALE 

THE 

• 
RECOMMENDS 

1<« 
^ROVALOF SITE PLAN 

RECOMMENDS/ 

,CO.**ENDSAPPa£;A^V..THOONDmONS 
iON DRAWINGS 

i 
Date 

Chiir 

NOT USED 
24"x36" SCALE: NOT TO SCALE 

. . 
9 

I 

NOT USED 
24"«36" SCALE NOT TO SCALE 

1 M 7 " SCALE NCT TO SCALE 

NOT USED 

MECHANICAL TILT ANTENNA MOUNT (GALV 
OR S.S.) ATTACH TO PIPE MOUNT AND 
ANTENNA PER MANUF'S SPECiFCATlONS 
(COORDINATE APPROPRIATE MOUNT WilH 
PIPE MOUNT AND ANTENNA MODEL) 
^pin ANTENNA MOUNT MAY BE USED IN 
IIFU OF MECHANICAL TILT DOWN MOUN' 

I900MHI ANTENNA. 
PER PLAN 

EXISTING/NEW PIPE MOUNT 
;iF NEW PIPE MOUNT SEE 
STRUCTURAL DRAWINGS FOR 
Si7E AND SPECIFICATIONS) 

SID. ANTENNA MOUNT (GALV. 
OR S S ) AHACH TO PIPE 
MOUNT AND ANTENNA PER 
MANUF'S SPECIFICATIONS 
(COORDINATE APPROPRATE 
MOUNT WITH PIPE MOUNT 
AND ANTENNA MODEL) 

PIPE MOUNT BRACKET (GALV. 
OR S.S ) ATTACH TO PIPE 
PER MANUF'S SPECIFICATIONS 
(COORDINATE APPROPRIATE 
MOUNT WITH PIPE SiZE) 

ANTENNA MOUNTING DETAIL 

Sprint̂ l*̂  

Alcatel-Lucent 

3 l » » l A l iPO l I LOOP D«lvt 
COSTA I K S A . C> 12626 
PMONC (714) >30 -$7 l4 

I'ROjU I l \U^RM\llv ' ' \ 

Nl I WORK \I>U^N \\\\IM.--1 MIN* 

MJINEVIW \\^>\ (m 
> n i i \ ^ 57 1 

844 TAVERN RD. 
ALPINE. CA 91901 

SAN DiEGO COUNTY 

19/27 /12 

)0% CONSTRUCTIOI 

REVISIONS 
REV DATE DESCRIPTION 

A 0 4 / 0 3 / 1 2 ISSUED FOR 90X CD REVIEW 

B 0 7 / 1 6 / 1 2 ISSUED FOR FINAL 90! ! CD REVIEW RLD 

0 0 9 / 2 7 / 1 2 ISSUED FOR lOOil CONSTRUCTION FILD 

NOT FOR CONSTRUCTION UNLESS 
LABELED AS CONSTRUCTION SET 

I K I \ - l II 

Mill I m i l 

CONSTRUCTION DETAILS 
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